
SPARE REPLACEMENT SLATS 
 
Please note that as with all Natural Wood products, variations in grain, 
texture and colour along with some slight warpage may occur.  These are 
an inherent characteristic of real wood blinds. 
 
Warpage of individual slats is most likely to occur in the first few weeks 
after fitting and can be as a reaction to the change in atmospheric 
conditions or humidity.  We have supplied you with some spare slats and 
we recommend that you keep these to replace any slats that may warp. 
 
 
TO REPLACE SLATS 
 

1. Remove the cord locks on the underside of the bottom rail. 
2. Pull the central lift cords through the holes punched in the slats as 

required. 
3. Remove and replace the warped slat/s. 
4. Re-cord lift control down through the punch holes in all slats and 

bottom rail and tie to secure. 
5. Re-fit cord locks. 

 
 
TO INSTALL VALANCE 
 
After your blind has been fitted, attach the plastic clips to the metal 
headrail and then attach wood valance to plastic clips. 
 
Accessories Enclosed: 
 
1) 2 x mounting brackets placed at both ends of headrail 
2) 1 x attachable valance 
3) Plastic Valance Clips 
4)       Centre Supports if required 
 
 
CHILD SAFETY 
Child Safety devices are supplied to reduce access hanging cords, 
Please read the instructions attached to the blind carefully. 
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